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Installing in Existing Altelix Enclosure

The NHF Series fan kit includes a power cord with a pre-wired thermostat as well as a 120VAC power 

plug, so no additional wiring is needed. Simply plug the power cord into the fan and then into a free 

120VAC outlet. A clip is provided to attach the thermostat to an equipment mounting plate or other 

surface. This kit includes:

• (1) 120VAC cooling fan

• (1) Power cord with fan power plug, 120VAC power plug and thermostat

• (1) Thermostat mounting clip

• (2) Finger guards

• (1) Fan screen

• (4) #6 Torx head mounting screws

Installation Guide
NHF Series Fan Kits

To install this fan kit, follow the diagram below. Note that both finger guards should be installed on either 

side of the fan to ensure proper operation.

Torx Head Screws

120VAC Cooling Fan

Finger Guards
Fan Screen

Rain Shroud
(Not Included)

After installing the fan, attach the power cord and plug into a 120VAC power 

outlet. Use the included Thermostat Mounting Clip to secure it inside the 

enclosure.

Thermostat Mounting
Clip
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Got Questions?
We are here to 

help. Contact us at:

sales@altelix.com

USA & Canada: 866-660-9434
International: +1 561-660-9434

When installing into an existing Altelix enclosure (such as adding fans to a vented only enclosure or 

adding a second fan), follow the instructions below.
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